
Service Capacities L （US gal）
134 (35.4)

 100 (26.4)
Cooling system 300 (79.3)
Fuel tank 1,130 (298.5)
Steering and brake hydraulic tank 62 (16.4)
Steering and brake hydraulic system (total) 170 (44.9)
Body hydraulic tank 280 (74.0)
Body hydraulic and brake cooling system 480 (126.8)
Planetaries (total) 57 (15.1)
Differential 61 (16.1)
Front ride strut (each) 30 (8.0)
Rear ride strut (each) 21 (5.5)
Power take off 4 (1.1)

Weights kg lb
Chassis, with hoists 52,000 114,000
Body, standard 13,000 29,000
Net Weight 65,000 143,000
Rated Payload 95,000 209,000
Max. Gross Vehicle Weight* 160,000 352,000

*Permissible gross vehicle weight with options,attachments,full fuel tank and 
payload.

Weight Distribution
Axle capacity Front Axle Rear Axle
Empty 48% 52%
Loaded 32% 68%

SANY OFF-HIGHWAY TRUCK

Engine of plateau

Body, Enlarged Capacity
Rock body
Body, Wear Plates
Automatic Lubrication System
On-board Weighing system
Front oil-cooled, disc brake

Weights

Optional Equipment

Service Data

        SANY HEAVY EQUIPMENT CO. LTD.
ADD:16 Kaifa Road, Shenyang Economic & Technological Development Zone Shenyang Liaoning Province, P.R.CHINA 
Service hotline: 400-880-8318
Fax: 0086-24-89318725   Website: www.sanyglobal.com

www.sanyglobal.com

Continuing improvement and advancement of the design may cause changes to technical parameters of the 

SANY mining equipment Co., Ltd Allright reserved,any unauthorized reproduction or transfer is prohibited.

B13S2ENAO1—SRT95C

Agent information

       Warning
Overload will affect the service life of the 
mining truck seriously including components 
service life too.
Do not do overload on your truck.

GROSS POWER 783kW, 1050HP@2100rpm
NET POWER 728kW, 976HP@2100rpm
PAYLOAD 104 U.S tons, 95 metric tons
MAXIMUM GVW 176 U.S tons, 160 metric tons

SRT95C Off-highway Truck

www.sanyglobal.com




