
Total Weight
31 000kg

Rated Power
565kW 

Milling Width
2 000mm

Milling depth max. 
300mm 

KEY FEATURES
• Driving experience as automatic transmission vehicles, with easy operation, low fuel
    consumption and high eiciency.
• Automatic energy saving with load-adaptive technology;
• Dual-fan independent automatic temperature control and fan speed regulation;
• Lightweight and compact design, simultaneously transportable with a sweeper,  
    saving freight;
• The water quantity is automatically adjusted according to the load, and the sprinkling  
    point can be switched on and o at any time to meet relevant requirements. The average  
    sprinkling duration per tank is prolonged by 30%;
• Hard alloy metal wear-resistant gear sleeve, with service life prolonged by 50%.
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SCM2000C-10
Dimensions & Specifications

OVERALL DIMENSIONS

OPTIONAL FEATURES AND SMART KITS (*)

PRODUCT PERAMETERS

All dimensions are approximate and overall dimensions vary depending on

the service condition of the device.

WIDE APPLICATION

Two independent low-noise (as low as 80dB) fans, with no disturbance to

residents for works in residential areas; the pioneer dust removal with

independent channel, together with multi-point sprinkling design, to

reduce dust load by 98%;

Lightweight design, properly designed center of gravity of the machine,

together with counterweight at tail, to ensure proper transportation

performance and small milling runout on hard pavement;

High-speed milling with finer texture, as partial replacement of fine milling

operation;

The height of the conveying port is up to 5m, and the speed is up to 6m/s.

With a large throwing range and adjustable distance, it is suitable for 

more material trucks.
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Engine brand/model DCEC M15
Emission standard O-road China III
Rated power (kW) 563
Transportation weight (t) 28.5
Operating mass (t) 31
Maximum operating mass (t) 33
Maximum traveling speed (km/h) 6
Maximum conveying height (m) 5
Milling depth (mm) 330
Milling width (mm) 2000
Water tank volume (L) 3400
Fuel tank volume (L) 1100
Maximum ground clearance (mm) 350
Transportation width (mm) 2550

360° panoramic view Used to monitor the safety around 

the body
Assisted driving system Used to reduce the operation 

intensity
 

Fine milling control system

and improve the milling eect

2m fine milling drum

(18mm, quick change type)

Used to quickly switch between 

dierent milling drums to meet 

the requirements of dierent 

construction sites
 

2m fine milling drum

(6mm, one line and two teeth)

Used for pavement finishing

 

2m fine milling drum

(6mm, one line and one tooth)

Used for pavement finishing
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